CONSTRUCTION NOTES

1. INSTALL 1-1/2" AMES SERIES 4000B REDUCED PRESSURE PRINCIPLE BACKFLOW PREVENTER OR APPROVED EQUAL ON EXISTING AC PAVED 10" SD.

2. INSTALL 108 LF STORM TECH MC-3500 SLOT DRAIN - SEE LANDSCAPE PLANS.

3. INSTALL PVC 6" SPEE-D BASIN WITH 6" ATRIUM GRATE BY NDS, INC. IN PLANTER AREAS (COLOR: BLACK) PER DETAIL NO. 2, SHEET C-6.

4. INSTALL PVC 4" SPEE-D BASIN WITH 6" ATRIUM GRATE BY NDS, INC. IN PLANTER AREAS (COLOR: BLACK) PER DETAIL NO. 2, SHEET C-6.

5. INSTALL PVC 3" SPEE-D BASIN WITH 6" ATRIUM GRATE BY NDS, INC. IN PLANTER AREAS (COLOR: BLACK) PER DETAIL NO. 2, SHEET C-6.

6. INSTALL PVC 2" SPEE-D BASIN WITH 6" ATRIUM GRATE BY NDS, INC. IN PLANTER AREAS (COLOR: BLACK) PER DETAIL NO. 2, SHEET C-6.

FOR REFERENCE ONLY

SHEET IS FROM APPROVED PLAN SET: BLD2021-00621